sympatex®

Congratulations, ﬁ??

you hold a Sympatex ﬂ

product in your hands. @W




WATER
COLUMN

Highest class
according to
DIN standard

[———— "
MEMBRANE LAMINATE

Waterproof

Our membrane has a water column of over 45,000 mm.

As a comparison: The highest standard class of DIN
EN 343 is reached from 2000 mm.
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Windproof

Our membrane is absolutely windproof according to
DIN EN IS0 9237 and thus ensures that the warming
layer of air is not carried away from the body.
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Breathable

The hydrophilic molecular chains dissipate the water
vapor to the outside. The effect increases dynamically
with increasing temperature or humidity difference.
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Durable

We deliberately avoid pores in our membrane that
could become clogged over time. Thus, the function of
our membrane is maintained for a long time.






Sympatex.

More than a membrane.

Performance

« Compact hydrophilic, poreless membrane

« waterproof (water column of over 45,000 mm)
« windproof (according to DIN EN IS0 9237)

« breathable (dynamic climate requlation)

« Thin membrane (5 um thick)

Read more about how
we take responsibility
and drive social change.

Standards

« 100% recyclable membrane
« PTFE-free / PFAS-free products

« Financial contribution to climate
compensation for CO, emissions

« 25% bio-based content in our Sympatex membrane
leads to 12% less CO, emissions
(based on mass-balance approach)

Transparency

We have our products regularly

reviewed and certified by

independent organizations -

S0 our customers can rely on STANDARD
clear proof and added assurance. 100






Our laminates not only protect against
wind and weather — they are AA certified!

More about the Darmstadt Method by TUV Rheinland: EN 17092

AA-certified gear is ideal for touring and road riders. It offers high-level protection while maintaining excellent
freedom of movement.

The AA certification is part of the European standard EN 17092. This standard defines safety requirements for pro-
tective motorcycle gear and tests factors such as abrasion resistance, tear strength, and seam strength. Protection
levels are divided into A, AA, and AAA — with AAA offering the highest level of protection, typically achieved with
leather. AA represents the highest certification level possible for our products.

The “Darmstadt method” is often used for abrasion testing.

This involves moving the material over a rotating drum at a defined
pressure and speed to realistically simulate sliding on asphalt.

The aim of the tests is to ensure that the clothing offers

sufficient protection in the event of a fall.
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= Let’s get in touch!
E www.sympatex.com



